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STRÖDTER Handhabungstechnik GmbH
Gabelsbergerstraße 6   
59069 Hamm
Germany
Tel.: +49 (0) 2385 9 21 21-0   
Fax: +49 (0) 2385 9 21 21-21 
email:   info@stroedter.de    
internet: www.stroedter.de

SERVICE LOCATIONS GERMANY

� Branch office Bavaria
   85375 Mintraching-Neufahrn 
   Tel.: +49 (0) 700 20 13 00 00
   Fax: +49 (0) 8165 92 41 64 3  
   email: by@stroedter.de

� Branch office Baden-Württemberg
   70794 Filderstadt
   Tel.: +49 (0) 700 20 11 00 00
   Fax: +49 (0) 711 12 03 06 21  
   email: bw@stroedter.de

� Branch office South / West
   67240 Bobenheim-Roxheim 
   Tel.: +49 (0) 700 20 12 00 00
   Fax: +49 (0) 623 9 9 96 55 81
   email: sw@stroedter.de

� Branch office North
   27798 Hude 
   Tel.: +49 (0) 700 20 14 00 00
   Fax: +49 (0) 448 49 20 43 7
   email: no@stroedter.de
 

� Branch office East
   04821 Brandis 
   Tel.: +49 (0) 700 20 10 00 00
   Fax: +49 (0) 342 92 64 13 7
   email: sn@stroedter.de

� Branch office Ungarn
   LK-Hatec Kft., 6060 Tiszakécske
   Tel.:       +36 76 54 00 30
   Fax:       +36 76 54 00 31
   email: info@lk-hatec.com

PARTNERS WORLDWIDE

� STATECH, Geraardsbergen, Belgium

� PRITEC AB VACULYFT, Fjärås, Sweden

� DACO, Vitoria-Gasteiz, Spain

� HELIX Systems, Homewood, Al., USA

� EX-ES, Port Elizabeth, Africa

� OTONE, Tianhe, Guangzhou, China

� KOBOLDS Technologies, Puebla, Mexico 

worldwide

Europe
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ROLLYX - Smooth running - Rail system
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ROLLYX  Smooth running 
Rail system with PICO-MAT-T IN

�  Smothness of running because of buckling arm cantilever built-on aluminium

    lightweight made of construction

�  Non-restricted rangeability because of endless rotation around the column an endless

    rotation of the tool

�  Alternative:

    Steplessly adjustable angle of rotation for workspace and safety margin

�  Smoothness of running because of rail system built-on aluminium light weight
    construction technology, built for steelwork and ceiling fixation

�  High bearing capacity beyond extensive workspace

�  For further information avail our "ROLLYX planning and projection" catalogue

�  Low dead weight at high lifting capacity

�  Twist stable by duplex rope technics

�  Endless rotary swirl with 2 - 6 times air duct

�  Pneumatic drive with 100% duty ratio

�  High stroke cruise with balance control

�  Sensitive, infinite adjustable positioning

�  Low energy consumption

�  Noiseless, clatter free stroke movement

�  For further information please use our "PICO-MAT ET-TWIN" handout
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ROLLYX � Smooth running �
Rail system with PICO-MAT-TWIN

�  Smothness of running because of buckling arm cantilever built-on aluminium

    lightweight made of construction

�  Non-restricted rangeability because of endless rotation around the column an endless

    rotation of the tool

�  Alternative:

    Steplessly adjustable angle of rotation for workspace and safety margin

�  Smoothness of running because of rail system built-on aluminium light weight
    construction technology, built for steelwork and ceiling fixation

�  High bearing capacity beyond extensive workspace

�  For further information avail our "ROLLYX planning and projection" catalogue

�  Low dead weight at high lifting capacity

�  Twist stable by duplex rope technics

�  Endless rotary swirl with 2 - 6 times air duct

�  Pneumatic drive with 100% duty ratio

�  High stroke cruise with balance control

�  Sensitive, infinite adjustable positioning

�  Low energy consumption

�  Noiseless, clatter free stroke movement

�  For further information please use our "PICO-MAT ET-TWIN" handout
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europe

worldwide

SALES

Strödter Handhabungstechnik GmbH 
Gabelsbergerstr. 6
59069 Hamm/Germany

CONTACT STRÖDTERDIRECT:
phone: +49 (0) 23 85 - 9 21 21 - 0

SERVICE LOCATIONS
GERMANY
Branch office North
27798 Hude 
phone:   +49 (0) 700 20 14 00 00
fax:          +49 (0) 448 49 20 43 7
email:     no@stroedter.de

Branch office East
04299 Leipzig
phone:   +49 (0) 700 20 10 00 00
fax:          +49 (0) 341 68 06 26 98
email:     sn@stroedter.de

Branch office South/West
67240 Bobenheim-Roxheim 
phone:  +49 (0) 700 20 12 00 00
fax:         +49 (0) 623 9 9 96 55 81
email:    sw@stroedter.de

Branch office Baden-Württemberg
70794 Filderstadt
phone:  +49 (0) 700 20 11 00 00
fax:         +49 (0) 711 12 03 06 21
email:    bw@stroedter.de

Branch office Bavaria
85375 Neufahrn-Mintraching
phone:  +49 (0) 700 20 13 00 00
fax:         +49 (0) 8165 92 41 64 3
email:    by@stroedter.de

BRANCH OFFICES 
EUROPE/WORLDWIDE
Branch office The Netherlands
STRÖDTER Handling Systems NL
AE Venlo, Kaldenkerkerweg 28
phone:   +31 77 3333 004
email:     nederland@stroedter.de

Branch office Hungary
LK-Hatec Kft., 6060 Tiszakécske
phone:   +36 76 54 00 30
fax:          +36 76 54 00 31
email:     info@lk-hatec.com

Branch office South Africa
STRÖDTER Handling Systems SA
East London
phone:   +27 74 849 49 50
email:      southafrica@stroedter.de

PARTNERS WORLDWIDE
•  STATECH, Geraardsbergen, Belgium
•  PRITEC AB VACULYFT, Fjärås, Sweden
•  DACO, Vitoria-Gasteiz, Spain
•  HELIX Systems, Homewood, Al., USA
•  EX-ES, Port Elizabeth, South Africa
•  SADE, Harbin, China

Handhabungstechnik GmbH

www.stroedter.de
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